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UltraLights The Heart of Illumination  |  520.623.9829  | ultralightslighting.com 

Product Specification Guide
May 2023

Find a model number

Mac: command - F
PC: control - F



  Most UltraLights products are UL/cUL listed, as are most available lamping options. 

UltraLights reserves the right to change specifications or pricing at any time. Please verify specifications and price before you order.

Ultralights The Heart of Illumination520.623.9829 | office

ultralightslighting.com

Build to Order:   Model Number  >  Size  >  Pattern  >  Finish  >  Diffuser  >  Lamping  >  Mounting   

Example Part Number:   Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant    Wet Location    Dark Sky

+$  Additional Cost      -$  Credit      ±$  Inquire

Metal Finishes

Standard   
Black (BK)

Black Pearl (BP)

Bronze Age (BA)

Cast Bronze (CB)

Chestnut (CH)

Chrome (CR)

Corten Steel (CS)

Dark Iron (DI)

Empire Bronze (EB)

Medieval Bronze (MB)

New Brass (NB)

Satin Pewter (SP)
Smoked Silver (SS)

Smokey Brass (SB)

White (WH)

Premium
Chrome (CR) — Cirrus + Vasi only 

Raw Copper Unfinished (RCU)

Perforated Metals

Standard  
Angles (A1)       Cloverleaf (CL)

Round (RD)        Squares (SQ)

Acrylic Diffusers

Standard  
Opal (OA)

Premium 
Caramel Onyx (CO) 

Faux Alabaster (FA) 

Tea Stained (TS) White 

Swirl (WS)

Luxe
Modern Linen (ML)

Milan Silk (MS)

Oyster Linen (OL)

Rattan Silk (RS)

Please visit ultralightslighting.com to view all finishes and product photos.
The information contained herein supersedes all previous UltraLights publications.  

UltraLights offers a variety of finishes and diffusers. Ordering sample chips is strongly encouraged to ensure your satisfaction. Contact us to request select samples or the full set.

For corrosion prone environments stainless steel construction and/or marine grade primer available upon request – Inquire.

Brass modern caps are available with select models.

Lamping Options

01: Wet Location Incandescent - 120V, Standard Phase Dimming *

02: Wet Location Integrated LED - 120V, Standard Phase Dimming 1

03: Dry/Damp Location Incandescent - 120V, Standard Phase Dimming *

04: Dry/Damp Location Integrated LED - 120V-277V, 0-10V Dimming 2

10: Dry/Damp Location LED Retrofit (Wattage Restriction Label) *

14: Dry/Damp Location Integrated LED - 120V, Standard Phase Dimming 3

* Incandescent lamps and LED Retrofit lamps are not included, but are available upon request — Inquire. 
1, 2, 3  Integrated LED specifications (wattages and lumens) are initial at the source (actual) and may be subject to change. 

3000K / 90CRI standard for Integrated LED.  2700K, 3500K, 4000K available / Photometry (IES) files available on  our 
website.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 1

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

0475
Synergy

14"h x 8.25"w x 4"d

Lamping Options

03: Incandescent, 1 x E12 - 60W max ea, Candelabra, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

0476
Synergy

14"h x 8.25"w x 5"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 2

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

0480-18
Synergy

18"dia x 4.75"h
Flush Ceiling Mount

Lamping Options

03: Incandescent, 2 x E12 - 60W max ea, Candelabra, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 18.56w Integrated LED, 2859 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

 14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

0480-31
Synergy

31"dia x 7.5"h
Flush Ceiling Mount

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 3

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

0480-39
Synergy

39"dia x 9"h Flush Ceiling Mount

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

0482-18
Synergy

18"dia x 47.5"OAH
Chain Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 2 x E12 - 60W max ea, Candelabra, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 18.56w Integrated LED, 2859 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

 14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 4

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

0482-31
Synergy

31"dia x 54.5"OAH
Chain Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 49.6w Integrated LED, 7787 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - Par 20, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

0482-39
Synergy

39"dia x 58"OAH
Chain Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 5

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

0485
Synergy

14"h x 7.5"w x 4"d

Lamping Options

03: Incandescent, 2 x E12 - 60W max ea, Candelabra, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

0486
Synergy

14"h x 7.5"w x 5"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 6

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

0490-18
Synergy

18"h x 18"w x 5.25"d
Flush Ceiling Mount

Lamping Options

03: Incandescent, 2 x E12 - 60W max ea, Candelabra, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 18.56w Integrated LED, 2859 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

 14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

0490-31
Synergy

31"h x 31"w x 7.5"d
Flush Ceiling Mount

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 7

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

0490-39
Synergy

39"h x 39"w x 9"OAH
Flush Ceiling Mount

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

0492-18
Synergy

18"h x 18"w x 48"OAH
Chain Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 2 x E12 - 60W max ea, Candelabra, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 18.56w Integrated LED, 2859 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

 14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 8

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

0492-31
Synergy

31"h x 31"w x 54.5"OAH
Chain Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - Par 20, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

0492-39
Synergy

39"h x 39"w x 58"OAH
Chain Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 9

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

0698NA
Profiles

8.25"h x 16"w x 17.5"d
Opal Acrylic Bottom Diffuser

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet

Lamping Options

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

0698
Profiles

17"h x 16"w x 18"d

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet

Lamping Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 10

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

0699NA
Profiles

5.75"h x 10.75"w x 12"d
Opal Acrylic Bottom Diffuser

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet

Lamping Options

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

0699
Profiles

12"h x 10.75"w x 12"d

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet

Lamping Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 11

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

09172
Ellipse

14"h x 8.25"w x 4"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

09173
Ellipse

15"h x 10"w x 4"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 12

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

09175
Ellipse

10"h x 12"w x 47"l x 12"d x 13-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 49.6w Integrated LED, 7787 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

09176
Ellipse

24"dia x 10"h x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 27.5w Integrated LED, 4318 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 3 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 13

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

09179
Ellipse

10"h x 10"w x 36"l x 13-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 49.6w Integrated LED, 7787 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 3 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

2018
Classics

12"h x 6.75"w x 4.75"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 14

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

2019
Profiles

14"h x 6"w x 4.5"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

2020
Profiles

14"h x 7"w x 5.5"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 15

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

8801
Luz Azul

11.75"h x 8.5"w x 5.25"d

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

8801-18
Luz Azul

17.75"h x 8.5"w x 5.25"d Base Price  $132.24

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Lamping Options

01: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 16

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

8801-24
Luz Azul

23.75"h x 8.5"w x 5.25"d

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9130
Classics

11.75"h x 5.75"w x 4"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Lamping Options

01: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 18.56w Integrated LED, 2859 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 17

Notes
Marine grade primer available — ±$ Inquire. R
CU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9130-18
Classics

17.75"h x 5.75"w x 4"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9131
Classics

11.75"h x 5.75"w x 4"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 18

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9131-18
Classics

17.75"h x 5.75"w x 4"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9133
Classics

13.75"h x 7.75"w x 5.75"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 19

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9133-10
Classics

9.75"h x 7.75"w x 5.75"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9133-18
Classics

17.75"h x 7.75"w x 5.75"d

Lamping Options

01: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$4

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 20

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9133-24
Classics

23.75"h x 7.75"w x 5.75"d

Lamping Options

01: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 27.5w Integrated LED, 4318 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9135
Classics

13.75"h x 8.75"w x 7"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 21

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9135-10
Classics

9.75"h x 8.75"w x 7"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9135-18
Classics

17.75"h x 8.75"w x 7"d

Lamping Options

01: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 22

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9135-24
Classics

23.75"h x 8.75"w x 7"d

Lamping Options

01: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 27.5w Integrated LED, 4318 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9236
Classics

13.75"h x 6.75"w x 5"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 23

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9236-10
Classics

9.75"h x 6.75"w x 5"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9236-18
Classics

17.75"h x 6.75"w x 5"d

Lamping Options

01: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 24

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9236-24
Classics

23.75"h x 6.75"w x 5"d

Lamping Options

01: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 27.5w Integrated LED, 4318 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

9260
Basics

11.75"h x 6.25"w x 4.5"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 25

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

9260-18
Basics

17.75"h x 6.25"w x 4.5"d

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

9263
Basics

11.75"h x 6.25"w x 4.5"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 26

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9267
Basics

14"h x 6"w x 5"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9268
Basics

10"h x 5"w x 4"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E12 - 60W max ea, Candelabra, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp 

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 27

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9271
Basics

14"h x 7"w x 6"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9272
Basics

10"h x 5"w x 4"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E12 - 60W max ea, Candelabra, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp 

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 28

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

9317
Luz Azul

17.75"h x 9.5"w x 4.5"d

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

9317-12
Luz Azul

11.75"h x 7.5"w x 4"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 29

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

9317-24
Luz Azul

23.75"h x 9.5"w x 4.5"d

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9318
Luz Azul

17.75"h x 9.5"w x 4.5"d

Lamping Options

01: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 30

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

9318-12
Luz Azul

11.75"h x 7.5"w x 4"d

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9318-24
Luz Azul

23.75"h x 9.5"w x 4.5"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Lamping Options

01: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 27.5w Integrated LED, 4318 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS  +$

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9707
Profiles

18"h x 8"w x 4"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp 

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9707-12
Profiles

12"h x 5"w x 4"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$ 03: 

Incandescent, 1 x E12 - 60W max ea, Candelabra, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 32

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9924-24
Compass

24"dia x 57"OAH
Chain Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9924-30
Compass

30"dia x 62"OAH
Chain Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9924-36
Compass

36"dia x 69.5"OAH
Chain Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9924-48
Compass

48"dia x 71.5"OAH
Chain Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9925-24
Compass

24"dia x 58.75"OAH
Chain Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9925-30
Compass

30"dia x 66.5"OAH
Chain Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9925-36
Compass

36"dia x 70.25"OAH
Chain Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

9925-48
Compass

48"dia x 70.75"OAH
Chain Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

10180
Classics

11.75"h x 5.25"w x 3.75"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

10181
Classics

17.75"h x 5.25"w x 3.75"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

10187
Classics

4.5"dia x 14-96"OAH
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

11196-16
Luz Azul

16"h x 6.5"w x 4"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

11196-20
Luz Azul

20"h x 6.5"w x 4"d

Lamping Options

01: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11197-16
Luz Azul

16"h x 6.5"w x 4"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 39

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11197-20
Luz Azul

20"h x 6.5"w x 4"d

Lamping Options

01: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11201-18
Profiles

6"h x 18"w x 15-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 18.56w Integrated LED, 2859 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11201-24
Profiles

8"h x 24"w x 17-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11201-36
Profiles

12"h x 36"w x 25-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11202-24
Compass

24"dia x 5.75"d x 14-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11202-30
Compass

30"dia x 7"d x 17-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options
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Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11202-36
Compass

36"dia x 8"d x 20-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11202-48
Compass

48"dia x 9"d x 22-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11203-24
Compass

24"dia x 6.5"d x 15-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11203-30
Compass

30"dia x 8"d x 19-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 44

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11203-36
Compass

36"dia x 9"d x 22-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11203-48
Compass

48"dia x 10.5"d x 25-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 45

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11206-16
Genesis

16"dia x 6.5"d x 14-96"OAH Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 18.56w Integrated LED, 2859 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11206-24
Genesis

24"dia x 6.5"d x 14-96"OAH Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 46

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11206-36
Genesis

36"dia x 6.5"d x 14-96"OAH Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11207
Genesis

9"h x 9"w x 37.25"l x 12-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 49.6w Integrated LED, 7787 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 47

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11209-16
Genesis

8"h x 16"w x 14-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 18.56w Integrated LED, 2859 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11209-24
Genesis

8"h x 24"w x 14-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 48

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11210
Genesis

8"h x 10.75"w x 38"l x 14-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 49.6w Integrated LED, 7787 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11211-16
Genesis

16"dia x 6"h x 14-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 2 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 18.56w Integrated LED, 2859 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 49

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11211-24
Genesis

24"dia x 6"h x 14-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11211-36
Genesis

36"dia x 6"h x 14-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 50

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options 
Standard:
OA
Premium:
CO, FA, TS, WS  +$

11212
Synergy

14"h x 5"w x 4"d

Lamping Options

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp 

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11213
Synergy

23"h x 5"w x 4"d

Lamping Options

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp 

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 51

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options 
Standard:
OA
Premium:
CO, FA, TS, WS  +$

11214
Synergy

14"h x 5"w x 4"d

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet

Lamping Options

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11215
Synergy

23"h x 5"w x 4"d

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet

Lamping Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 52

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11216
Genesis

12"h x 6"w x 4"d

Lamping Options

03: Incandescent, 2 x E12 - 60W max ea, Candelabra, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 18.56w Integrated LED, 2859 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$ 

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11217
Genesis

8"h x 12"w x 4"d

Lamping Options

03: Incandescent, 2 x E12 - 60W max ea, Candelabra, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 18.56w Integrated LED, 2859 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

 14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 53

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11218-16
Genesis

16"h x 5"w x 3.75"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

11218-24
Genesis

24"h x 5"w x 3.75"d

Lamping Options

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 54

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

13221-24
Tambour

24"dia x 7"h x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

13221-30
Tambour

30"dia x 8"h x 23-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 55

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

13221-48
Tambour

48"dia x 10"h x 34-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

13223-24
Tambour

24"dia x 7"h x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 56

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

13223-30
Tambour

30"dia x 8"h x 23-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

13223-48
Tambour

48"dia x 10"h x 34-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

13224-24
Tambour

24"dia x 7"h x 22- 96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

13224-30
Tambour

30"dia x 8"h x 23-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

13224-48
Tambour

48"dia x 10"h x 34-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

13225-24
Tambour

7"h x 24"w x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 59

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

13225-30
Tambour

8"h x 30"w x 23-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

13225-48
Tambour

10"h x 48"w x 34-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 60

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

13227-24
Tambour

7"h x 24"w x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

13227-30
Tambour

8"h x 30"w x 23-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 61

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

13227-48
Tambour

10"h x 48"w x 34-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Notes
Retro style filament bulb recommended.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Pattern Options

A1, CL, RD, SQ

14301
Clarus

12"dia x 18"h x 20-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 62

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

Pattern Options

A1, CL, RD, SQ

14302
Clarus

12"dia x 18"h x 20-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 27.5w Integrated LED, 4318 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

Pattern Options

A1, CL, RD, SQ

14304
Clarus

8"dia x 30"h x 32-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 49.6w Integrated LED, 7787 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 63

Notes
Retro style filament bulb recommended.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Pattern Options

A1, CL, RD, SQ

14305
Clarus

18"dia x 30"h x 46-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 3 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 3 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

Pattern Options

A1, CL, RD, SQ

14306
Clarus

18"dia x 30"h x 46-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 3 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 49.6w Integrated LED, 7787 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 3 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 64

Notes
Retro style filament bulb recommended.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Pattern Options

A1, CL, RD, SQ

14307
Clarus

24"dia x 6"h x 25-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

Pattern Options

A1, CL, RD, SQ

14308
Clarus

24"dia x 6"h x 25-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 65

Notes
Retro style filament bulb recommended.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Pattern Options

A1, CL, RD, SQ

14309
Clarus

36"dia x 12"h x 42-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 6 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 6 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

Pattern Options

A1, CL, RD, SQ

14310
Clarus

36"dia x 12"h x 42-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 6 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 6 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options
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ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 66

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

Pattern Options

A1, CL, RD, SQ

14311
Clarus

9"h x 12"w x 4"d

Lamping Options

03: Incandescent, 1 x E12 - 60W max ea, Candelabra, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

Pattern Options

A1, CL, RD, SQ

14314
Clarus

30"h x 8"w x 32-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 49.6w Integrated LED, 7787 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 67

Notes
Retro style filament bulb recommended.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Pattern Options

A1, CL, RD, SQ

14315
Clarus

12"h x 12"w x 22-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

Pattern Options

A1, CL, RD, SQ

14316
Clarus

12"h x 12"w x 22-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 38.12w Integrated LED, 5870 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
Retro style filament bulb recommended.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Pattern Options

A1, CL, RD, SQ

14317
Clarus

18"h x 18"w x 34-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

Pattern Options

A1, CL, RD, SQ

14318
Clarus

18"h x 18"w x 34-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 38.12w Integrated LED, 5870 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 69

Notes
Retro style filament bulb recommended.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Pattern Options

A1, CL, RD, SQ

14319
Clarus

24"h x 24"w x 48-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

Pattern Options

A1, CL, RD, SQ

14320
Clarus

24"h x 24"w x 48-96"OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 49.6w Integrated LED, 7787 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 70

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

Pattern Options

A1, CL, RD, SQ

14321
Clarus

13.5"h x 7"w x 4"d

Lamping Options

03: Incandescent, 1 x E12 - 60W max ea, Candelabra, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15322
Modelli

20"h x 14.75"w x 4"d

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 71

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15322A
Modelli

20"h x 14"w x 3.75"d

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15323A
Modelli

20"h x 14"w x 3.75"d

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 72

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15323
Modelli

20"h x 14.75"w x 4"d

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15324
Modelli

20"h x 14.75"w x 4"d

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 73

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15324A
Modelli

20"h x 14"w x 3.75"d

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15325A
Modelli

20"h x 14"w x 3.75"d

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 74

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15325
Modelli

20"h x 14.75"w x 4"d

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15326A
Modelli

14.5"h x 14"w x 3.75"d

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 75

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15326
Modelli

14.5"h x 14.75"w x 4"d

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15327A
Modelli

14.5"h x 14"w x 3.75"d

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15327
Modelli

14.5"h x 14.75"w x 4"d

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15328A
Modelli

14.5"h x 14"w x 3.75"d

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 77

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15328
Modelli

14.5"h x 14.75"w x 4"d

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15329
Modelli

14.5"h x 14.75"w x 4"d

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15329A
Modelli

14.5"h x 14"w x 3.75"d

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15330
Modelli

14"h x 6"w x 4"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E12 - 60W max ea, Candelabra, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15331
Modelli

14"h x 6"w x 4"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E12 - 60W max ea, Candelabra, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15332
Modelli

14"h x 6"w x 4"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E12 - 60W max ea, Candelabra, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15333
Modelli

14"h x 6"w x 4"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E12 - 60W max ea, Candelabra, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS
 +$19.66

15334
Genesis

14"h x 7"w x 4"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 2 x E12 - 60W max ea, Candelabra, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp 

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 81

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15335
Genesis

14"h x 13.5"w x 4"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 2 x E12 - 60W max ea, Candelabra, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp 

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15336
Genesis

10"dia x 14"h x 16-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 28w Integrated LED, 4312 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 25.2w Integrated LED, 3543 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15337
Genesis

12"dia x 24"h x 25-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 41.3w Integrated LED, 6484 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 25.2w Integrated LED, 3543 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15338
Genesis

32"dia x 24"h x 30-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 6 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 6 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15339
Genesis

48"dia x 10"h x 30-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 99.2w Integrated LED, 15574 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 67.2w Integrated LED, 9448 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15340
Classics

12"dia x 24"h x 60"OAH
Opal Acrylic Bottom Diffuser
Stem Mount

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 49.6w Integrated LED, 7787 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

15341
Profiles

15.5"h x 5.75"w x 4"d

Lamping Options

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp 

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15342
Basics

17.75"h x 6"w x 4"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp 

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS  +$

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15343
Basics

12"h x 6"w x 4"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp 

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15347
Radius

36"dia x 10"h x 25-96"OAH
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 6 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 6 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

15348
Radius

48"dia x 10"h x 34-96"OAH
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 9 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 9 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

16349
Invicta

6"h x 13.5"w x 4"d

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting
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+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 87

Notes
Acrylic Body / Metal Belt 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Diffuser Options (Body)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Finish Options (Belt)
Standard:
BA, BC, BK, BP, CB, CH,
CR, DI, EB, MB, NB, SB,
SP, SS, WH

16351
Invicta

6"h x 15"w x 4"d

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

16352
Invicta

14"h x 9"w x 4"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant
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Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

16353-14
Invicta

14"h x 6"w x 4"d

Lamping Options

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

16353-24
Invicta

24"h x 6"w x 4"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky
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Notes
Metal Body / Metal Belt 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options (Body)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Finish Options (Belt)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

16354-24
Invicta

24"dia x 6"h x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Notes
Metal Body / Metal Belt 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options (Body)
Standard:
BA, BC, BK, BP, CB, CH,
CR, DI, EB, MB, NB, SB,
SP, SS, WH

Finish Options (Belt)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

16354-30
Invicta

30"dia x 7"h x 23-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant
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Notes
Metal Body / Metal Belt 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options (Body)
Standard:
BA, BC, BK, BP, CB, CH,
CR, DI, EB, MB, NB, SB,
SP, SS, WH

Finish Options (Belt)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

16354-36
Invicta

36"dia x 8"h x 24-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Notes
Metal Body / Metal Belt 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options (Body)
Standard:
BA, BC, BK, BP, CB, CH,
CR, DI, EB, MB, NB, SB,
SP, SS, WH

Finish Options (Belt)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

16354-48
Invicta

48"dia x 9"h x 34-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options
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Notes
Acrylic Body / Metal Belt 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Diffuser Options (Body)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Finish Options (Belt)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

16355-24
Invicta

24"dia x 6"h x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Notes
Acrylic Body / Metal Belt 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Diffuser Options (Body)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Finish Options (Belt)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

16355-30
Invicta

30"dia x 7"h x 23-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 92

Notes
Acrylic Body / Metal Belt 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Diffuser Options (Body)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Finish Options (Belt)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

16355-36
Invicta

36"dia x 8"h x 24-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Notes
Acrylic Body / Metal Belt 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options (Belt)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

16355-48
Invicta

48"dia x 9"h x 34-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Diffuser Options (Body)  
Standard:
OA
Premium:
CO, FA, TS, WS
 +$

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 93

Notes
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

16356-24
Invicta

24"dia x 6"h x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Notes
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

16356-30
Invicta

30"dia x 7.5"h x 24-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

16356-36
Invicta

36"dia x 8.5"h x 25-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Notes
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

16356-48
Invicta

48"dia x 8.5"h x 34-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 95

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

16357-24
Invicta

24"dia x 6"h x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

16357-30
Invicta

30"dia x 7.5"h x 24-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 96

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

16357-36
Invicta

36"dia x 8.5"h x 25-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$2

16357-48
Invicta

48"dia x 8.5"h x 34-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 97

Notes
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

16358-24
Invicta

24"dia x 6"h x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Notes
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

16358-30
Invicta

30"dia x 7"h x 23-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 98

Notes
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

16358-36
Invicta

36"dia x 8"h x 24-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Notes
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

16358-48
Invicta

48"dia x 9"h x 34-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 99

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

16359-24
Invicta

24"dia x 6"h x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

16359-30
Invicta

30"dia x 7"h x 23-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

16359-36
Invicta

36"dia x 8"h x 24-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

16359-48
Invicta

48"dia x 9"h x 34-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

16364
Genesis

18"h x 6"w x 4"d

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

16365
Genesis

14"h x 12.5"w x 4"d

Lamping Options

04: 18.56w Integrated LED, 2859 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting
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Notes
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

17368-24
Strata

6"h x 4"w x 24"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 28w Integrated LED, 4312 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire

Lamping Options

Mounting Options

Notes
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

17368-36
Strata

6"h x 4"w x 36"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 38.12w Integrated LED, 5870 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire

Lamping Options

Mounting Options
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Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting
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Notes
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

17368-48
Strata

6"h x 4"w x 48"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17369-24
Strata

6"h x 4"w x 24"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 28w Integrated LED, 4312 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire

Lamping Options

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting
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ADA Compliant Wet Location Dark Sky
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17369-36
Strata

6"h x 4"w x 36"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 38.12w Integrated LED, 5870 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17369-48
Strata

6"h x 4"w x 48"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire

Lamping Options

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Notes
Metal Body / Acrylic Belt 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Diffuser Options (Belt)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Finish Options (Body)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

17370-24
Strata

6"h x 5"w x 24"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 28w Integrated LED, 4312 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire

Lamping Options

Mounting Options

Notes
Metal Body / Acrylic Belt 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Diffuser Options (Belt)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Finish Options (Body)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

17370-36
Strata

6"h x 5"w x 36"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 38.12w Integrated LED, 5870 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire

Lamping Options

Mounting Options
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Notes
Metal Body / Acrylic Belt 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Diffuser Options (Belt)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Finish Options (Body)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

17370-48
Strata

6"h x 5"w x 48"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire

Lamping Options

Mounting Options

Notes
Acrylic Body / Acrylic Belt

Diffuser Options (Belt)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Diffuser Options (Body)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17371-24
Strata

6"h x 5"w x 24"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 28w Integrated LED, 4312 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire

Lamping Options

Mounting Options
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Made in USA
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All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
Acrylic Body / Acrylic Belt

Diffuser Options (Belt)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Diffuser Options (Body)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17371-36
Strata

6"h x 5"w x 36"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 38.12w Integrated LED, 5870 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire

Lamping Options

Mounting Options

Notes
Acrylic Body / Acrylic Belt

Diffuser Options (Belt)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Diffuser Options (Body)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17371-48
Strata

6"h x 5"w x 48"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire

Lamping Options

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
Metal Body / Metal Belt

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17372-24
Strata

6"h x 4"w x 24"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 28w Integrated LED, 4312 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire

Lamping Options

Mounting Options

Notes
Metal Body / Metal Belt

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17372-36
Strata

6"h x 4"w x 36"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 38.12w Integrated LED, 5870 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire

Lamping Options

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky
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Notes
Metal Body / Metal Belt

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17372-48
Strata

6"h x 4"w x 48"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17373
Strata

10"h x 8"w x 48"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 5 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 5 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky
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Notes
Metal Body / Metal Belt 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options (Body)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Finish Options (Belt)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

17374-24
Strata

24"dia x 3"h x 4"w x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 35.7w Integrated LED, 6069 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Metal Body / Metal Belt 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options (Body)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Finish Options (Belt)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

17374-36
Strata

36"dia x 3"h x 4"w x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 58.4w Integrated LED, 9928 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
Metal Body / Metal Belt 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options (Body)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Finish Options (Belt)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

17374-48
Strata

48"dia x 3"h x 4"w x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 80.4w Integrated LED, 13668 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Metal Body / Metal Belt 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options (Body)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Finish Options (Belt)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

17374-60
Strata

60"dia x 3"h x 4"w x 36-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 107.1w Integrated LED, 18207 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options
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Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
Metal Body / Acrylic Belt

Diffuser Options (Belt)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Finish Options (Body)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

17375-24
Strata

24"dia x 3"h x 4"w x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 35.7w Integrated LED, 6069 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Metal Body / Acrylic Belt

Diffuser Options (Belt)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Finish Options (Body)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

17375-36
Strata

36"dia x 3"h x 4"w x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 58.4w Integrated LED, 9928 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options
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Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting
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Notes
Metal Body / Acrylic Belt

Diffuser Options (Belt)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Finish Options (Body)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

17375-48
Strata

48"dia x 3"h x 4"w x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 80.4w Integrated LED, 13668 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Metal Body / Acrylic Belt

Diffuser Options (Belt)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Finish Options (Body)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

17375-60
Strata

60"dia x 3"h x 4"w x 36-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 107.1w Integrated LED, 18207 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options
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Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17376
Strata

15"h x 6"w x 6"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

04: 38.12w Integrated LED, 5870 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17377
Strata

30"h x 9"w x 9"l x 37-96"OAH
Opal Acrylic Bottom Diffuser
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

04: 49.6w Integrated LED, 7787 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 6 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17378
Strata

40"h x 12"w x 12"l x 47-96"OAH
Opal Acrylic Bottom Diffuser
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

04: 99.2w Integrated LED, 15574 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17379-24
Tambour

24"dia x 7"h x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

04: 56w Integrated LED, 8624 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 6 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp 

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 116

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17379-30
Tambour

30"dia x 8"h x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

04: 56w Integrated LED, 8624 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

10: Wattage Restriction Label - 6 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp 

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17379-48
Tambour

48"dia x 10"h x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 12 x E26 for LED Retrofit 20W max ea - A- Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp 
 +$0.00

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 117

Finish Options 
Standard:
BA, BK, BP, CB, CH, DI, 
EB, MB, NB, SB, SP, SS, 
WH
Premium:
CR  +$

Diffuser Options
Standard:
OA

17384-36
Cirrus

36"dia x 4"h x 15-96"OAH
Opal Acrylic Bottom Diffuser
Cable hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 56w Integrated LED, 8624 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options 
Standard:
BA, BK, BP, CB, CH, DI, 
EB, MB, NB, SB, SP, SS, 
WH
Premium:
CR  +$

Diffuser Options
Standard:
OA

17384-44
Cirrus

44"dia x 6"h x 15-96"OAH
Opal Acrylic Bottom Diffuser
Cable hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 56w Integrated LED, 8624 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 118

Finish Options 
Standard:
BA, BK, BP, CB, CH, DI, 
EB, MB, NB, SB, SP, SS, 
WH
Premium:
CR  +$

Diffuser Options
Standard:
OA

17384-48
Cirrus

48"dia x 7.5"h x 15-96"OAH
Opal Acrylic Bottom Diffuser
Cable hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, DI,
EB, MB, NB, SB, SP, SS,
WH

Diffuser Options
Standard:
OA

17387
Basics

6"h x 14"w x 4"d
Opal Acrylic Bottom Diffuser

Lamping Options

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.
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ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 119

Notes
Marine grade primer available — ±$ Inquire.

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17388
Basics

6.25"h x 14.25"w x 4"d
Opal Acrylic Bottom Diffuser

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17390-24
Genesis

24"dia x 8"d x 14-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 120

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17390-30
Genesis

30"dia x 8"d x 14-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17390-36
Genesis

36"dia x 8"d x 14-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 121

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17390-48
Genesis

48"dia x 8"d x 14-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17391-24
Genesis

24"dia x 8"d x 14-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 3 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 3 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17391-30
Genesis

30"dia x 8"d x 14-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 3 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 3 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17391-36
Genesis

36"dia x 8"d x 14-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 6 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 6 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

17391-48
Genesis

48"dia x 8"d x 14-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 6 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 6 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Notes
Dual Circuit — field option for uplight on, downlight on, or both on.— ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

18392-24
Strata

5.5"h x 24"w x 2.25"d
Opal Acrylic Bottom Diffuser

04: 57.2w Integrated LED, 8980 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 124

Notes
Dual Circuit — field option for uplight on, downlight on, or both on. — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

18392-36
Strata

5.5"h x 36"w x 2.25"d
Opal Acrylic Bottom Diffuser

04: 66.4w Integrated LED, 10425 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Notes
Dual Circuit — field option for uplight on, downlight on, or both on. — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

18392-48
Strata

5.5"h x 48"w x 2.25"d
Opal Acrylic Bottom Diffuser

04: 75.4w Integrated LED, 11838 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire

Lamping Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 125

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

18393-14
Strata

14"h x 7.5"w x 2.25"d

Lamping Options

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 28.6w Integrated LED, 4490 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

18393-24
Strata

24"h x 7.5"w x 2.25"d

Lamping Options

02: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 57.2w Integrated LED, 8980 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 126

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, DI,
EB, MB, NB, SB, SP, SS,
WH

Diffuser Options
Standard:
OA

18394
Fortís

11"h x 11"w x 2.5"d

Lamping Options

02: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
CS

Diffuser Options
Standard:
OA

18394CS
Fortís

11"h x 11"w x 2.5"d

Lamping Options

02: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 127

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, DI,
EB, MB, NB, SB, SP, SS,
WH

Diffuser Options
Standard:
OA

18395
Fortís

12.875"h x 12.875"w x 2.5"d

Lamping Options

02: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
CS

Diffuser Options
Standard:
OA

18395CS
Fortís

12.875"h x 12.875"w x 2.5"d

Lamping Options

02: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 128

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, DI,
EB, MB, NB, SB, SP, SS,
WH

Diffuser Options
Standard:
OA

18396
Fortís

12"dia x 2.25"d

Lamping Options

02: 17.9w Integrated LED, 3043 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Wet  + $

04: 17.9w Integrated LED, 3043 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
CS

Diffuser Options
Standard:
OA

18396CS
Fortís

12"dia x 2.25"d

Lamping Options

02: 17.9w Integrated LED, 3043 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Wet  + $

04: 17.9w Integrated LED, 3043 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 129

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, DI,
EB, MB, NB, SB, SP, SS,
WH

Diffuser Options
Standard:
OA

18397
Fortís

16"h x 12"w x 2.25"d

Lamping Options

02: 17.9w Integrated LED, 3043 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Wet  + $

04: 17.9w Integrated LED, 3043 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
CS

Diffuser Options
Standard:
OA

18397CS
Fortís

16"h x 12"w x 2.25"d

Lamping Options

02: 17.9w Integrated LED, 3043 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Wet  + $

04: 17.9w Integrated LED, 3043 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 130

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, DI,
EB, MB, NB, SB, SP, SS,
WH

Diffuser Options
Standard:
OA

18398
Fortís

17"h x 11"w x 2.5"d

Lamping Options

02: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
CS

Diffuser Options
Standard:
OA

18398CS
Fortís

17"h x 11"w x 2.5"d

Lamping Options

02: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 131

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, DI,
EB, MB, NB, SB, SP, SS,
WH

Diffuser Options
Standard:
OA

18399
Fortís

10"h x 10"w x 8.5"d

Lamping Options

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
CS

Diffuser Options
Standard:
OA

18399CS
Fortís

10"h x 10"w x 8.5"d

Lamping Options

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 132

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, DI,
EB, MB, NB, SB, SP, SS,
WH

Diffuser Options
Standard:
OA

18400
Fortís

10"h x 6"w x 6.5"d

Lamping Options

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
CS

Diffuser Options
Standard:
OA

18400CS
Fortís

10"h x 6"w x 6.5"d

Lamping Options

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 133

Notes
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, DI,
EB, MB, NB, SB, SP, SS,
WH

Diffuser Options
Standard:
OA

18401
Fortís

13.25"h x 12.5"w x 6.75"d

Lamping Options

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
CS

Diffuser Options
Standard:
OA

18401CS
Fortís

13.25"h x 12.5"w x 6.75"d

Lamping Options

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 134

Notes
Direct uplight available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

18402-24
Strata

4"h x 3"w x 24"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 12.8w Integrated LED, 2176 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire

Lamping Options

Mounting Options

Notes
Direct uplight available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

18402-36
Strata

4"h x 3"w x 36"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 20.4w Integrated LED, 3468 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire

Lamping Options

Mounting Options
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ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 135

Notes
Direct uplight available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

18402-48
Strata

4"h x 3"w x 48"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 28.1w Integrated LED, 4777 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

18403-24
Strata

3"h x 24"w x 24"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 43.4w Integrated LED, 7378 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 136

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

18403-36
Strata

3"h x 36"w x 36"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 74w Integrated LED, 12580 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +

18404-36
Strata

3"h x 18"w x 36"l x 22-96"OAH
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 51w Integrated LED, 8670 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 137

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

18404-48
Strata

3"h x 24"w x 48"l x 22-96"OAH
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 74w Integrated LED, 12580 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

18405-36
Radius

10"h x 36"w x 36"l x 25-96"OAH
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 138

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

18405-48
Radius

10"h x 48"w x 48"l x 32-96"OAH
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 12 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 12 x E26 for LED Retrofit 20W max ea - A- Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

18406-48
Radius

10"h x 36"w x 48"l x 32-96"OAH
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 10 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 10 x E26 for LED Retrofit 20W max ea - A- Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 139

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

18406-60
Radius

10"h x 36"w x 60"l x 32-96"OAH
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 12 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 12 x E26 for LED Retrofit 20W max ea - A- Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Metal Body / Acrylic Belt

Diffuser Options (Belt)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Finish Options (Body)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

18407-24
Strata

3"h x 24"w x 24"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 43.4w Integrated LED, 7378 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 140

Notes
Metal Body / Acrylic Belt

Diffuser Options (Belt)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Finish Options (Body)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

18407-36
Strata

3"h x 36"w x 36"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 74w Integrated LED, 12580 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Metal Body / Acrylic Belt

Diffuser Options (Belt)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Finish Options (Body)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

18408-36
Strata

3"h x 18"w x 36"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 51w Integrated LED, 8670 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 141

Notes
Metal Body / Acrylic Belt

Diffuser Options (Belt)
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Finish Options (Body)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

18408-48
Strata

3"h x 24"w x 48"l x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 74w Integrated LED, 12580 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

18409-24
Strata

24"dia x 3"h x 4"w x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 35.7w Integrated LED, 6069 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 142

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

18409-36
Strata

36"dia x 3"h x 4"w x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 58.4w Integrated LED, 9928 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

18409-48
Strata

48"dia x 3"h x 4"w x 22-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 80.4w Integrated LED, 13668 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 143

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

18409-60
Strata

60"dia x 3"h x 4"w x 32-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 107.1w Integrated LED, 18207 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

19410
Cylo

19.5"h x 6"w x 4"d Opal Acrylic Bottom Diffuser

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$91.60

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$48.05

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$48.05

Lamping Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 144

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options 
Standard:
OA
Premium:
CO, FA, TS, WS  +$

19411
Cylo

19.5"h x 6"w x 4"d Opal Acrylic Bottom Diffuser

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

19412
Cylo

19.5"h x 6"w x 4"d Opal Acrylic Bottom Diffuser

Lamping Options

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 145

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

19413
Cylo

19.5"h x 6"w x 4"d Opal Acrylic Bottom Diffuser

Lamping Options

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

19414
Cylo

19.5"h x 6"w x 4"d Opal Acrylic Bottom Diffuser

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp
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Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

19415
Cylo

19.5"h x 6"w x 4"d Opal Acrylic Bottom Diffuser

Lamping Options

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options 
Standard:
OA
Premium:
CO, FA, TS, WS  +$

19416
Cylo

19.5"h x 6"w x 4.5"d Opal Acrylic Bottom Diffuser

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

19417
Genesis

14"h x 8"w x 4"d

Lamping Options

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp 

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

19418
Genesis

14"h x 7"w x 4"d

Lamping Options

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp 

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

19419
Profiles

13"h x 6.5"w x 2.75"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

19420
Profiles

13"h x 6"w x 3.75"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

Pattern Options

A1, CL, RD

19421
Profiles

13"h x 6.5"w x 2.75"d

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

Pattern Options

A1, CL, RD

19422
Profiles

13"h x 6"w x 3.75"d

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options
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Notes
Opal Acrylic internal diffuser optional.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

Pattern Options

A1, CL, RD

19423
Profiles

17"h x 4.75"w x 4"d

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - Par 20, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

19424
Basics

6"h x 7"w x 3"d

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire. 
RCU - Raw Copper Unfinished available — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 151

Notes
Retro style filament bulb recommended.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

19425-24
Radius

24"dia x 2"h x 25-96"OAH
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 9 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 9 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Retro style filament bulb recommended.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

19425-36
Radius

36"dia x 2"h x 25-96"OAH
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 12 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 12 x E26 for LED Retrofit 20W max ea - A- Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

19426
Genesis

24"dia x 18"h x 25-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 3 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 41.3w Integrated LED, 6484 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 3 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 25.2w Integrated LED, 3543 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

19427
Ellipse

6"h x 12"w x 47"l x 25-96"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 49.6w Integrated LED, 7787 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

19428
Genesis

14"h x 9.5"w x 4"d

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

19429
Genesis

10"h x 13.5"w x 4"d

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Pattern Options

A1, CL, RD

19430
Duo

22"dia x 35"h x 41-144"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 9 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 9 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire  + $

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Pattern Options

A1, CL, RD

19431
Duo

24"dia x 24"h x 30-133"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 6 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 41.3w Integrated LED, 6484 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 6 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire  + $

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Pattern Options

A1, CL, RD

19432
Duo

30"dia x 28"h x 34-137"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 6 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 49.6w Integrated LED, 7787 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 6 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire  + $

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Pattern Options

A1, CL, RD

19433
Duo

13"h x 18"w x 36"l x 24-122"OAH
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 27.5w Integrated LED, 4318 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire  + $

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Pattern Options

A1, CL, RD

19434
Duo

36"dia x 29"h x 53"OAH
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 6 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 6 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Pattern Options

A1, CL, RD

19435-32
Duo

32"dia x 32"h x 40-71"OAH
Chain Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 4 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 4 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Pattern Options

A1, CL, RD

19435-50
Duo

50"dia x 50"h x 60-90"OAH
Chain Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Pattern Options

A1, CL, RD

19436-24
Duo

7"dia x 24"h x 61.5"OAH
Opal Acrylic Bottom Diffuser
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

04: 30.6w Integrated LED, 5202 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Pattern Options

A1, CL, RD

19436-36
Duo

9"dia x 36"h x 73.5"OAH
Opal Acrylic Bottom Diffuser
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

04: 49.8w Integrated LED, 8466 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

Pattern Options

A1, CL, RD

19437
Duo

48"dia x 12"h
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 8 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 8 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

19438
Duo

10"dia x 35"h
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 9 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 9 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire  + $

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

19439
Duo

24"h x 12.25"w
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 6 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 41.3w Integrated LED, 6484 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 6 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire  + $

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

19440
Duo

28"h x 10"w x 10"l
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 6 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 49.6w Integrated LED, 7787 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 6 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: Integrated LED, Standard Phase Dimming ±$ Inquire  + $

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

Pattern Options

A1, CL, RD

19441-32
Duo

32"dia x 5"h
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 46.9w Integrated LED, 7223 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com
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Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

Pattern Options

A1, CL, RD

19441-50
Duo

50"dia x 5"h
Opal Acrylic Bottom Diffuser
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Additional downward facing LED board at bottom of fixture available — ±$ Inquire

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

20442
Eo

24"h x 7.5"w x 4"d

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

20443
Eo

18"h x 7"w x 4"d

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

20444
Eo

8"h x 8"w x 3.5"d

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS  +$

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

20445
Eo

12"h x 12"w x 3.5"d

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

20447
Eo

12"dia x 3.75"d

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS  +$

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
Lumenice Acrylic Diffuser — Inquire For Sample

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
LI

20448
Eo

14"h x 7"w x 3"d

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Notes
Lumenice Acrylic Diffuser — Inquire For Sample

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
LI

20449
Eo

23"h x 6.5"w x 3"d

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

20450-18
Eo

18"h x 6"w x 4"d

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

20450-48
Eo

48"h x 8"w x 4"d

04: 19.8w Integrated LED, 3366 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

20451
Eo

4.5"h x 11"w x 17"l
Flush Ceiling Mount

Sloped Ceiling Adaptable - ±$ Inquire

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Open frame

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

20452-23
Eo

23"h x 9"w x 3"d

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky
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Notes
Open frame

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

20452-30
Eo

30"h x 11.5"w x 4"d

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Notes
Additional stems in 12” or 18” lengths available only with original order — ±$ Inquire

Finish Options 
Standard:
BA, BK, BP, CB, CH, DI, 
EB, MB, NB, SB, SP, SS, 
WH
Premium:
CR  +$

20453
Vasi

10"dia x 29"h x 66"OAH
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
Additional stems in 12” or 18” lengths available only with original order — ±$ Inquire

Finish Options 
Standard:
BA, BK, BP, CB, CH, DI, 
EB, MB, NB, SB, SP, SS, 
WH
Premium:
CR  +$

20454
Vasi

8.5"dia x 13"h x 50"OAH
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Additional stems in 12” or 18” lengths available only with original order — ±$ Inquire

Finish Options 
Standard:
BA, BK, BP, CB, CH, DI, 
EB, MB, NB, SB, SP, SS, 
WH
Premium:
CR  +$

20455
Vasi

20"dia x 16"h x 53"OAH
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 169

Notes
Additional stems in 12” or 18” lengths available only with original order — ±$ Inquire

Finish Options 
Standard:
BA, BK, BP, CB, CH, DI, 
EB, MB, NB, SB, SP, SS, 
WH
Premium:
CR  +$

20456-18
Vasi

18"dia x 13"h x 50"OAH
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Additional stems in 12” or 18” lengths available only with original order — ±$ Inquire

Finish Options 
Standard:
BA, BK, BP, CB, CH, DI, 
EB, MB, NB, SB, SP, SS, 
WH
Premium:
CR  +$

20456-24
Vasi

24"dia x 15.5"h x 52.5"OAH
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 170

Notes
Additional stems in 12” or 18” lengths available only with original order — ±$ Inquire

Finish Options 
Standard:
BA, BK, BP, CB, CH, DI, 
EB, MB, NB, SB, SP, SS, 
WH
Premium:
CR  +$

20457-18
Vasi

17"dia x 12"h x 49"OAH
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Additional stems in 12” or 18” lengths available only with original order — ±$ Inquire

Finish Options 
Standard:
BA, BK, BP, CB, CH, DI, 
EB, MB, NB, SB, SP, SS, 
WH
Premium:
CR  +$

20457-24
Vasi

23.75"dia x 17.5"h x 54.5"OAH
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
Additional stems in 12” or 18” lengths available only with original order — ±$ Inquire

Finish Options 
Standard:
BA, BK, BP, CB, CH, DI, 
EB, MB, NB, SB, SP, SS, 
WH
Premium:
CR  +$

Diffuser Options
Standard:
OA

20458
Vasi

6"dia x 8"h x 44.5"OAH
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Additional stems in 12” or 18” lengths available only with original order — ±$ Inquire

Finish Options 
Standard:
BA, BK, BP, CB, CH, DI, 
EB, MB, NB, SB, SP, SS, 
WH
Premium:
CR  +$

Diffuser Options
Standard:
OA

20459
Vasi

6"dia x 18"h x 54.5"OAH
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
Additional stems in 12” or 18” lengths available only with original order — ±$ Inquire

Finish Options 
Standard:
BA, BK, BP, CB, CH, DI, 
EB, MB, NB, SB, SP, SS, 
WH
Premium:
CR  +$

Diffuser Options
Standard:
OA

20460
Vasi

20"dia x 18"h x 54.5"OAH
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Additional stems in 12” or 18” lengths available only with original order — ±$ Inquire

Finish Options 
Standard:
BA, BK, BP, CB, CH, DI, 
EB, MB, NB, SB, SP, SS, 
WH
Premium:
CR  +$

Diffuser Options
Standard:
OA

20461
Vasi

10”dia x 10”h x 46.5” OAH
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
Additional stems in 12” or 18” lengths available only with original order — ±$ Inquire

Finish Options 
Standard:
BA, BK, BP, CB, CH, DI, 
EB, MB, NB, SB, SP, SS, 
WH
Premium:
CR  +$

Diffuser Options
Standard:
OA

20462
Vasi

14.5”dia x 14”h x 50.5” OAH
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Additional stems in 12” or 18” lengths available only with original order — ±$ Inquire

Finish Options 
Standard:
BA, BK, BP, CB, CH, DI, 
EB, MB, NB, SB, SP, SS, 
WH
Premium:
CR  +$

Diffuser Options
Standard:
OA

20463
Vasi

12”dia x 18”h x 54.5” OAH
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options
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Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.
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Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 174

Notes
Additional stems in 12” or 18” lengths available only with original order — ±$ Inquire

Finish Options 
Standard:
BA, BK, BP, CB, CH, DI, 
EB, MB, NB, SB, SP, SS, 
WH
Premium:
CR  +$

20464
Vasi

7.5”dia x 10”h x 47” OAH
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Additional stems in 12” or 18” lengths available only with original order — ±$ Inquire

Finish Options 
Standard:
BA, BK, BP, CB, CH, DI, 
EB, MB, NB, SB, SP, SS, 
WH
Premium:
CR  +$

20465
Vasi

9”dia x 21”h x 58” OAH
Stem Mount

Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 175

Notes
Additional stems in 12” or 18” lengths available only with original order — ±$ Inquire

Finish Options 
Standard:
BA, BK, BP, CB, CH, DI, 
EB, MB, NB, SB, SP, SS, 
WH
Premium:
CR  +$

Diffuser Options
Standard:
OA

20466
Vasi

24”dia x 15”h x 52.5” OAH
Stem Mount

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 18.56w Integrated LED, 2859 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Notes
Opal Acrylic internal diffuser optional.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

Pattern Options

A1, CL, RD

20467
Profiles

34"h x 4.75"w x 4"d

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - Par 20, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 176

Notes
Metal Body 
Brass modern caps available upon request

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

21468-24
Akira

14”h x 24”l x 24”w x 22” - 96” adj OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Metal Body 
Brass modern caps available upon request

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

21468-36
Akira

21”h x 36”l x 36”w x 32” - 96” adj OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 3 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 177

Notes
Metal Body 
Brass modern caps available upon request

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

21469-14
Akira

13”h x 14”l x 14”w x 22” - 96” adj OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Metal Body 
Brass modern caps available upon request

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

21469-22
Akira

22”h x 22”l x 22”w x 34” - 96” adj OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 178

Notes
Metal Body
Brass modern caps available upon request

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

21469-33
Akira

33”h x 33”l x 33”w x 44”- 96”adj OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 3 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Acrylic Body - Finish choice applies to canopy and modern caps Brass modern caps available upon request

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

21470-24
Akira

14”h x 24”l x 24”w x 22”- 96”adj OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 179

Notes
Acrylic Body - Finish choice applies to canopy and modern caps 
Brass modern caps available upon request

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

21470-36
Akira

21”h x 36”l x 36”w x 32”- 96”adj OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 3 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Acrylic Body - Finish choice applies to canopy and modern caps 
Brass modern caps available upon request

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

21471-14
Akira

13”h x 14”l x 14”w x 22”- 96”adj OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 180

Notes
Acrylic Body - Finish choice applies to canopy and modern caps 
Brass modern caps available upon request

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

21471-22
Akira

22”h x 22”l x 22”w x 34”- 96”adj OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Acrylic Body - Finish choice applies to canopy and modern caps 
Brass modern caps available upon request

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

21471-33
Akira

33”h x 33”l x 33”w x 44”- 96”adj OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 3 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 181

Notes
Retro style filament bulb recommended.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

21472-36
Vasi

36”dia x 6.75”h x 24” - 120” adj OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 3 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 3 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Retro style filament bulb recommended.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

21472-60
Vasi

60”dia x 10.25”h x 24” - 120” adj OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

03: Incandescent, 6 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 6 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 182

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

21473-36
Vasi

36”dia x 6.75”h x 24” - 120” adj OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

04: 38.12w Integrated LED, 5870 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

21473-60
Vasi

60”dia x 10.25”h x 24” - 120” adj OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

04: 56w Integrated LED, 8624 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 183

Notes
Marine grade primer available — ±$ Inquire.

Finish Options (Body)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Finish Options (Belt)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

21474
Cylo

18”h x 5”w x 4”d

Lamping Options

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Wet

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/
Damp

Notes
Dark Sky friendly available — ±$ Inquire. 
Marine grade primer available — ±$ Inquire.

Finish Options (Body)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Finish Options (Belt)
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

21475
Cylo

12”h x 5”w x 4”d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

 04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 184

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

21476
Modelli

12.5”h x 8”w x 4”d
Opal Acrylic Top & Bottom Diffusers

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22477-14
Boks

14"h x 14"w x 4"d
Opal Acrylic Internal Diffuser

04: 26.24w Integrated LED, 4428 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 185

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22477-18
Boks

18"h x 18"w x 4"d
Opal Acrylic Internal Diffuser

04: 34.56w Integrated LED, 5832 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22478-14
Boks

14"h x 14"w x 4"d
Opal Acrylic Internal Diffuser

04: 34.56w Integrated LED, 5832 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 186

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22478-18
Boks

18"h x 14"w x 4"d
Opal Acrylic Internal Diffuser

04: 39.68w Integrated LED, 6696 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22478-22
Boks

22"h x 14"w x 4"d
Opal Acrylic Internal Diffuser

04: 44.8w Integrated LED, 7560 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 187

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22479-36
Boks

36"dia x 3"h  x 22-96"OAH
Opal Acrylic Internal Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 70.4w Integrated LED, 11801 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22479-48
Boks

48"dia x 3.5"h  x 22-96"OAH
Opal Acrylic Internal Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 93.7w Integrated LED, 15391 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 188

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22480-30
Boks

30"dia x 2"h  x 22-96"OAH
Opal Acrylic Internal Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 55.9w Integrated LED, 9506 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22480-36
Boks

36"dia x 2"h  x 22-96"OAH
Opal Acrylic Internal Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 70.4w Integrated LED, 11801 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 189

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22480-48
Boks

48"dia x 2.5"h  x 22-96"OAH
Opal Acrylic Internal Diffuser
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 93.7w Integrated LED, 15391 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22481-16
Akut

15.5"h x 8"w x 9"d
Opal Acrylic Internal Diffuser

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 190

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22481-20
Akut

19.5"h x 8"w x 9"d
Opal Acrylic Internal Diffuser

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp 

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22482-16
Akut

15.5"h x 8"w x 9"d Opal Acrylic Internal Diffuser

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 191

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22482-20
Akut

19.5"h x 8"w x 9"d
Opal Acrylic Internal Diffuser

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22483-16
Akut

15.5"h x 8"w x 9"d Opal Acrylic Internal Diffuser

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp 

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 192

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22483-20
Akut

19.5"h x 8"w x 9"d
Opal Acrylic Internal Diffuser

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp 

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22484-16
Akut

15.5"h x 8"w x 9"d Opal Acrylic Internal Diffuser

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp 

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 193

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22484-20
Akut

19.5"h x 8"w x 9"d
Opal Acrylic Internal Diffuser

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp 

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22489
Akut

15.5"h x 6"w x 5.5"d
Opal Acrylic Internal Diffuser

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp
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Made in USA
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22490
Akut

10.5"h x 10"w x 10.5"d
Opal Acrylic Internal Diffuser

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Notes
Marine grade primer available — ±$ Inquire.

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22491
Akut

24.5"h x 5"w x 7"d
Opal Acrylic Internal Diffuser

Lamping Options

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp
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Made in USA
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Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22492
Akut

25"h x 5"w x 7"d
Opal Acrylic Internal Diffuser

Lamping Options

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22493
Akut

24.5"h x 5"w x 7"d
Opal Acrylic Internal Diffuser

Lamping Options

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp



520.623.9829 | office
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky
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Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22494
Akut

25"h x 5"w x 7"d
Opal Acrylic Internal Diffuser

Lamping Options

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22495
Akut

11.75"h x 5.75"w x 4"d
Opal Acrylic Internal Diffuser

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22496
Akut

11.75"h x 5.75"w x 4"d
Opal Acrylic Internal Diffuser

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22497-36
Boks

36"dia x 7”h  x 22”- 96”adj OAH
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 70.4w Integrated LED, 11801 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22497-48
Boks

48"dia x 7”h  x 22”- 96”adj OAH
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 93.7w Integrated LED, 15391 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22497-60
Boks

60"dia x 7”h  x 22”- 96”adj OAH
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

04: 116.84w Integrated LED, 19863 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22498-60
Ellipse

4”h x 60”l x 8.25”w x 22”- 96”adj OAH
Cable Hung

Stem Mount — Specify OAH - ±$ Inquire
Semi-Flush Mount - ±$ Inquire
Sloped Ceiling Adaptable - ±$ Inquire

04: 49.6w Integrated LED, 7787 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 33.6w Integrated LED, 4724 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Mounting Options

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

22499
Synergy

23"h x 5"w x 4"d

Lamping Options

02: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

22500
Synergy

23"h x 5"w x 4"d

04: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22501
Akut

26"h x 4.5"w x 4"d Opal Acrylic Internal Diffuser

Lamping Options

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky
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Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA

22502
Akut

26"h x 4.5"w x 4"d
Opal Acrylic Internal Diffuser

Lamping Options

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - T-10, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

22503-16
Akut

15.5"h x 8"w x 9"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp
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Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

22503-20
Akut

19.5"h x 8"w x 9"d

Lamping Options

01: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Wet  +$

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

22504-16
Akut

15.5"h x 8"w x 9"d

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options
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Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting
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Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

22504-20
Akut

19.5"h x 8"w x 9"d Base Price  $295.62

03: Incandescent, 1 x E26 - 60W max ea, A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options

Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

22505
Akut

25"h x 5"w x 7"d Opal Acrylic Diffuser

Lamping Options

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
Marine grade primer available — ±$ Inquire.

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
OA
Premium:
CO, FA, TS, WS

 +$

22506
Akut

26"h x 4.5"w x 4"d Opal Acrylic Diffuser

Lamping Options

02: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Wet  +$

04: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V- 277V, 0-10V Dimming, UL/cUL Dry/Damp

10: Wattage Restriction Label - 2 x E26 for LED Retrofit 20W max ea - A-Type, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

14: 16.8w Integrated LED, 2362 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Notes
LED lamp(s) included

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

23507-10
Solo

10"h x 10"w x 6.5"d
LED G25 Lamp Included
(7W, 2700K, Dimm, 80 CRI, 650lm)

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - G25 (Lamp Included), 120V, Standard Phase Dimming, UL/cUL
Dry/Damp

Lamping Options

Luxe Acrylics Available
(ML, MS, OL, RS) — ±$ Inquire.
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
LED lamp(s) included

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

23507-14
Solo

14"h x 14"w x 8.75"d
LED G40 Lamp Included
(8.5W, 2700K, Dimm, 90 CRI, 800lm)

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - G40 (Lamp Included), 120V, Standard Phase Dimming, UL/cUL
Dry/Damp

Lamping Options

Notes
LED lamp(s) included

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

23508-8
Solo

8"h x 8"w x 6.25"d
LED G25 Lamp Included
(7W, 2700K, Dimm, 80 CRI, 650lm)

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - G25 (Lamp Included), 120V, Standard Phase Dimming, UL/cUL
Dry/Damp

Lamping Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
LED lamp(s) included

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

23508-12
Solo

12"h x 12"w x 8"d
LED G40 Lamp Included
(8.5W, 2700K, Dimm, 90 CRI, 800lm)

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - G40 (Lamp Included), 120V, Standard Phase Dimming, UL/cUL
Dry/Damp

Lamping Options

Notes
LED lamp(s) included

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

23509-8
Solo

8"h x 8"w x 7"d
LED G25 Lamp Included
(7W, 2700K, Dimm, 80 CRI, 650lm)

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - G25 (Lamp Included), 120V, Standard Phase Dimming, UL/cUL
Dry/Damp

Lamping Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
LED lamp(s) included

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

23509-12
Solo

12"h x 12"w x 8.75"d
LED G40 Lamp Included
(8.5W, 2700K, Dimm, 90 CRI, 800lm)

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - G40 (Lamp Included), 120V, Standard Phase Dimming, UL/cUL
Dry/Damp

Lamping Options

Notes
LED lamp(s) included

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

23510-10
Solo

10"dia x 9.25"h x 12-106" adj. OAH
Cable Hung
LED G25 Lamp Included
(7W, 2700K, Dimm, 80 CRI, 650lm)

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - G25 (Lamp Included), 120V, Standard Phase Dimming, UL/cUL
Dry/Damp

Lamping Options

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
LED lamp(s) included

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

23510-14
Solo

14"dia x 15"h x 18-114" adj. OAH
Cable Hung
LED G40 Lamp Included
(8.5W, 2700K, Dimm, 90 CRI, 800lm)

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - G40 (Lamp Included), 120V, Standard Phase Dimming, UL/cUL
Dry/Damp

Lamping Options

Mounting Options

Notes
LED lamp(s) included

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

23511-8
Solo

8"dia x 9.25"h x 12-106" adj. OAH
Cable Hung
LED G25 Lamp Included
(7W, 2700K, Dimm, 80 CRI, 650lm)

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - G25 (Lamp Included), 120V, Standard Phase Dimming, UL/cUL
Dry/Damp

Lamping Options

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
LED lamp(s) included

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

23511-12
Solo

12"dia x 15.75"h x 18.5-115" adj. OAH
Cable Hung
LED G40 Lamp Included
(7W, 2700K, Dimm, 80 CRI, 650lm)

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - G40 (Lamp Included), 120V, Standard Phase Dimming, UL/cUL
Dry/Damp

Lamping Options

Mounting Options

Notes
LED lamp(s) included

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

23512-8
Solo

8"dia x 9.25"h x 12-108" adj. OAH
Cable Hung
LED G25 Lamp Included
(7W, 2700K, Dimm, 80 CRI, 650lm)

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - G25 (Lamp Included), 120V, Standard Phase Dimming, UL/cUL
Dry/Damp

Lamping Options

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
LED lamp(s) included

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

23512-12
Solo

12"dia x 15"h x 18-114" adj. OAH
Cable Hung
LED G40 Lamp Included
(8.5W, 2700K, Dimm, 90 CRI, 800lm)

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - G40 (Lamp Included), 120V, Standard Phase Dimming, UL/cUL
Dry/Damp

Lamping Options

Mounting Options

Notes
LED lamp(s) included

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

23513-12
Solo

5"dia x 17"h x 21-117" adj. OAH
Cable Hung
LED G40 Lamp Included
(8.5W, 2700K, Dimm, 90 CRI, 800lm)

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - G40 (Lamp Included), 120V, Standard Phase Dimming, UL/cUL
Dry/Damp

Lamping Options

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
LED lamp(s) included

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

23513-18
Solo

5"dia x 23"h x 27-123" adj. OAH
Cable Hung
LED G40 Lamp Included
(8.5W, 2700K, Dimm, 90 CRI, 800lm)

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - G40 (Lamp Included), 120V, Standard Phase Dimming, UL/cUL
Dry/Damp

Lamping Options

Mounting Options

Notes
LED lamp(s) included

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

23513-24
Solo

5"dia x 29"h x 32-128" adj. OAH
Cable Hung
LED G40 Lamp Included
(8.5W, 2700K, Dimm, 90 CRI, 800lm)

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - G40 (Lamp Included), 120V, Standard Phase Dimming, UL/cUL
Dry/Damp

Lamping Options

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
LED lamp(s) included

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

23514-12
Solo

4"dia x 12"h x 15-111" adj. OAH
Cable Hung
LED Par 20 Lamp Included
(7W, 4000K, Dimm, 80 CRI, 500lm)

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - Par 20 (Lamp Included), 120V, Standard Phase Dimming, UL/cUL
Dry/Damp

Lamping Options

Mounting Options

Notes
LED lamp(s) included

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

23514-18
Solo

4"dia x 18"h x 21-117" adj. OAH
Cable Hung
LED Par 20 Lamp Included
(7W, 4000K, Dimm, 80 CRI, 500lm)

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - Par 20 (Lamp Included), 120V, Standard Phase Dimming, UL/cUL
Dry/Damp

Lamping Options

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire
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Notes
LED lamp(s) included

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

23514-24
Solo

4"dia x 24"h x 27-123" adj. OAH
Cable Hung
LED Par 20 Lamp Included
(7W, 4000K, Dimm, 80 CRI, 500lm)

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 1 x E26 for LED Retrofit 20W max ea - Par 20 (Lamp Included), 120V, Standard Phase Dimming, UL/cUL
Dry/Damp

Lamping Options

Mounting Options

Notes
LED lamp(s) included

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

23515
Solo

12"dia x 39.75-126" adj. OAH
Cable Hung
LED G40 Lamps Included
(7W, 4000K, Dimm, 80 CRI, 500lm)

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 3 x E26 for LED Retrofit 20W max ea - G40 (Lamp Included), 120V, Standard Phase Dimming, UL/cUL
Dry/Damp

Lamping Options

Mounting Options
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Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky
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Notes
LED lamp(s) included

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

23516
Solo

12"dia x 35-123" adj. OAH
Cable Hung
LED Par 20 Lamps Included
(7W, 4000K, Dimm, 80 CRI, 500lm)

Sloped Ceiling Adaptable - ±$ Inquire

10: Wattage Restriction Label - 3 x E26 for LED Retrofit 20W max ea - Par 20 (Lamp Included), 120V, Standard Phase Dimming, UL/cUL
Dry/Damp

Lamping Options

Mounting Options

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
ML, MS, OL, RS

23517
Loom

18"h x 7.5"w x 4"d

Lamping Options

04: 18.56w Integrated LED, 2859 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp  +$

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp
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Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 215

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
ML, MS, OL, RS

23518
Loom

18.5"h x 6"w x 4"d

Lamping Options

04: 14w Integrated LED, 2198 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
ML, MS, OL, RS

23519
Loom

10.5"h x 8"w x 4"d

04: 9.38w Integrated LED, 1444 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 8.4w Integrated LED, 1181 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Lamping Options



520.623.9829 | office

ultralightslighting.com

Ultralights The Heart of Illumination

Made in USA

Build to Order: Model Number > Size > Pattern > Finish > Diffuser > Lamping > Mounting

Example Part Number: Vasi 20463-24-BK-OA-10 stem mount pendant

All our products can be modified. Contact us for more information.

ADA Compliant Wet Location Dark Sky

+$  Additional Cost -$  Credit ±$  Inquire

Integrated LED specifications (wattages and lumens) subject to change. 3000K / 90CRI standard for Integrated LED. 2700K, 3500K, 4000K may be available upon request. 216

Notes
Powered hanging cables - no power cable

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
ML, MS, OL, RS

23520-18
Loom

18"dia x 6"h x 13.5-96" adj. OAH
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

04: 28w Integrated LED, 4312 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp   +$

14: 13.44w Integrated LED, 2268 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp

Mounting Options

Notes
Powered hanging cables - no power cable

Finish Options
Standard:
BA, BK, BP, CB, CH, CR,
DI, EB, MB, NB, SB, SP,
SS, WH

Diffuser Options
Standard:
ML, MS, OL, RS

23520-36
Loom

36"dia x 7"h x 16.5-96" adj. OAH
Cable Hung

Sloped Ceiling Adaptable - ±$ Inquire

Lamping Options

04: 82.6w Integrated LED, 12968 Initial Lumens, 3000K, 90 CRI, 120V-277V, 0-10V Dimming, UL/cUL Dry/Damp

14: 50.4w Integrated LED, 7086 Initial Lumens, 3000K, 90 CRI, 120V, Standard Phase Dimming, UL/cUL Dry/Damp  +$

Mounting Options




